HOW TO MEASURE FOR ASTRAP

(adjustable aboutirches at each end)
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ENDPIN TIEEND (ScRrROLL)
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adjustment adjustment
(12+0 adjustable loop) (12+0 adjustable loop)

Braided section

1/8-inch, topgrain leather la

The Hester Bead slidessecurelgn the endpin. The loop goes around the scroll or headst
(or around the fingerboard extejsmmd is
pulled tight; then knotted against the Owast

Endpin

The leather Hester Be/aw

1/8-inchtopgrain Latigo leather lace.

Other leather straps with slots and holes for the endpin connection are not secure and safe. Other stra|
holes gets baggy and stretched and can come off the endpin. | have had many customers ObounceO their ing
floor lecause of a baggy strap hole at the endpin.



How to measure an fstyle

Stand with your instrument in your most comfortable playing
position and measure from the endpin to the top of the scroll. Add or
subtract whatever you may want to make it moremafortable.A piece of
string or a cloth measuring tape can be used for measurement. An old strap

too.

Scroll

Endpin

The bottom side of the Bailey stragigde and clings to your shoulder,
unlike slippery and narrow hollow straps.

The Bailey Mandolin Strap Company
http://www.thebaileystrap.com

All leather is processed and tanned in America



How to measure youtOAGstyle mandolin

Stand with your instrument in your most comfortable playing
position and measure from the endpin to strap button or headstock. Add
or subtract whatever you may want to make it more comfortable.

For the @ndpin to straputton desigh Hester beads are installed on
each end of the strap.

Strap button or tie under fingerboard extension

Endpin to strap button or under fingerboard

Headstak - nut
(or under strings/tuners)
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Endpin to headstddkie under string or nut



